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Body— Royalex 

Shipping weight— 2,350 Ibs. 
Wheelbase — 100" 

Overall length— 167%" 
Height— 53%" empty 

Width— 70%" 

Track—Front 58," Rear 60” 
Steering turns lock-to-lock: 4% 


Turning circle, curb to curb— 34’ 
Frame— Box type using X member 


SPECIFICATIONS 


ENGINE 
Air cooled 
& cylinder opposed 
Displacement 164 cu. in. | 268 fiers 
Bore— 3.4375” — 87. 3MM 
Stroke — 2.94" —53.2MM 
Compression ratio: 

9.25:1 Standard engine 

8 25:1 Turbocharged engine 
H.P.— 140 @ 5200 Standard engine 


180 @ 4000 Turbocharged engine 


Max. torque: 
160 @ 2600 Standard engine 


265 @ 3200 Turbocharged engine 


THE CORD AUTOMOBILE COMPANY 
9260 East Broken Arrow Expressway 


Post Office Box 1316 
Tulsa, Oklahoma 74101 


TRANSMISSION 
All Synchronized Four Speed 
Ist gear ratio 3.2:1 
2nd gear ratio 2.18:1 
Std gear ratio 1.44:] 
4th gear ratio 1.00:1 
Driving unit at front 
final drive ratio 3.5-1 


SUSPENSION 


Front: Independent with direct 
drive to front wheels 
Rear: Steel tube, flanged ends 


SPRINGS 
Front: Torsion bar 
Rear: Coil 


ELECTRICAL 
SYSTEM 
12 Volt 


HEAD LAMPS 
Single unit, retractable 


WHEELS 
Ventilated pressed steel 


INTERIOR 
Naugahyde or top grain leather 


BRAKES 
Bendix— self adjusting 


TIRES 
Size: 650 x 13 


COLORS 
Exterior: 
Ruby Maroon 
Ramada Red 
Midnight Blue’ 
Carribean Blue 
Deep Valley Green 
Surf Green 
Raven Black 
Gunmetal 
Sportsman Beige 
Golden Yellow 
Prestige White 


Interior: 
Antique White 
Gold 


Ginger Brown 
Black 
Oxblood 
Saddle Tan 
Olive Green 
White 
Charcoal 
Red 


